> Float Type Drain Valve > DL Series Steam Valve

R D 5 0 0 1 6 = 1 5 G e Installed on the Ironing equipments independent

e S e Fully made of heat resistant H class material

e Steam flow rate can be adjustable, Easy to operate

management and other functions
e Electrical parts good water-proof

e Insert pipe, Female-male thread, Adjustable and angle adjustable type for choose
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Parameters Ordering Code 2
L
o]
Connection ports G1/2" DL - 6A e
Seal materlal NBR g
Medla Water §
L (e S RFS Series Code
Working temp. -10°C ~ 80°C product 6A g
Working type Leverage and Buoyancy type :2 E
(=]
Max. pressure 20bar 6E =
Valve body material Aluminum ::;
6K
Feature

1, Automatic Discharge, without human management
and other functions
2. When the water reaches a certain volume, Under the

3, Overall ball type design, save the installation space Model DL-6A DL-6B DL-6C DL-6E DL-6F DL-6G DL-6K
4_ Directly Install on the inlet pipe, no need to install bolts

leverage and buoyancy Principle, discharge the water
automatically

Medla Water / Steam / Clean Air
] :
G1/2" Working type 2/2 Direct action
- = Pattern Normally close
'“ | | | | Orlfice 2.5mm 2.5mm 2.7mm 2.5mm 2.5mm 2.5mm 2.5mm
(2 CE ) 3 Oélnsert pipe, “ = = o
— Connection ports Male G1/8- Male G1/4® Gl/4® G1/4 G1/4 Gl/4 G1/4
g Q @ @ Working pressure 0~0.8MPa 0~0.8MPa 0~0.8MPa 0~2.5MPa 0~2.5MPa 0~1.0MPa 0~0.8MPa
Max. pressure 1.6MPa 1.6MPa 2.5MPa IMPa 3MPa 3MPa 2.5MPa
146 Working temp. 0.1°C ~180°C
-\\ Rated voltage DC/AC24~240V  +10%
k Power DC12W/ACI5VA DC20W/AC28VA DC1eW/AC19VA DC12W/AC15VA
SR108
% ﬁ Protection class P65
G1/2"
\E g-z Insulatlon class H class
" = —] Valve body material Brass

I Seal material PTFE/FKM
134.7 32
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Model DL-6M DL-3T DL-3Q DL-6P DL-61 DL-6D DL-6N
Medla Water / Steam / Clean Air
Working type 2/2 Direct action
Pattern Normally close
Orifice 1mm 2.7mm 2.7mm 1.8mm 1.8mm 2mm 3mm
Working pressure 0.2-8 BAR 0.2-4.5 BAR 0.2-3.5 BAR 0.2-10 BAR 0.2-10 BAR 0-8 BAR 0-8 BAR
Voltage 220V AC
Connector Port G1/8" G1/4"
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Medium Steam
Pattern Normally close
Orifice 4.5mm
Connection ports G1/2"
Working pressure 0~0.6MPa
Max. pressure 2.5MPa
Working temp. -20~180°C
Rated voltage AC220V +10%
Power 32VA
Protection class IP65
Insulation class H class
Valve body materlal Brass
Seal material VITON
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> RV08102 Steam Valve

Features

Compact design with right angle inlet and outlet ports
S : : . Low pressure for gas burner application
e Coil with heat sink,Resistant high temperature Small power consumption

e Piston type, big flow rate

e For steam pipe Technic data

Model 51001
Medla Clean Air / Gas
Working type Direct action 3/2 2/2
Pattern Normally close $
=
Orlifice 1mm/5mm ©
Parameters >
Connectlon ports G1/8" Gl/4° e
Working pressure 0-0.8MPa/0-150mbar o
Medlum Steam =
8]
Max. pressure 1.2MPa e
Pattern Normally close 8
Working temp. -10°C ~ B0°C i
8mm
(HiEE ; Rated voltage AC24V-220V +10% %
Connectlon ports G1/2* ' Power 6VA 2
e
Working pressure 0~1.0MPa — Protection class IP65 ©
o
Max. pressure 2.5MPa Insulatlon class F class
Working temp. 0~180°C Valve body materlal Aluminum =
LT
Rated voltage AC220V  +10% Seal materlal MNBR / FKM g
Power 19VA -
Protectlon class P65 52001/52001-1 pressure valves
Insulation class H class
Features
Valve body material Brass
Seal material PTFE/VITON

Compact design with in line inlet and outlet ports

Low pressure for gas burner application
Small power consumption

Overall Dimension

Technic data
Model 52001 52001-1
Medla Clean Air / Gas
Working type Direct action 2/2
Pattern Normally close
=
%% 98 Orifice 3.1mm 4.0mm
&1 [ CLE R =
i_ Connectlon ports G1/8
f“\ e — Working pressure 0 ~ 150mbar
d |
2-G1/2" - | | Max. pressure 1.0MPa
| ;
7 = \"__r | | Working temp. -10°C ~ 80°C
i ! 8 Rated voltage AC24V-220V +10%
56 H : iy g

T T | = | | Power BVA

= = : <‘i‘] I Protection class P65

1) | T Insulatlon class F class
1 . |

25 18 Valve body materlal Aluminum
Seal material MNBR / FKM
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